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Fittings - Reinforced Concrete Pipe 

 

Use 

Fittings are used in conjunction with circular pipe, elliptical pipe, and box sections to 

facilitate a complete, hydraulically efficient and economical liquid conveyance system. 

 

Sizes 

Fittings are available in the same sizes and shapes as the standard products they 

compliment. 

 

Application 

Fittings are used wherever standard sections of pipe or box must be augmented to 

conform to changes in grade, alignment, or special conditions. Common uses include: 

● changes in direction 

● changes in slope 

● changes in size 

● changes in shape 

● junctions 

● closures 

● outlets and inlets 

● connections 

● access to pipelines. 

 

Joints 

Joints for specials are the same as those for the pipe or box sections they augment. 

 

Linings / Coatings 

A variety of linings and coatings is available where project conditions dictate their use. 

 

Applicable Specifications 

Fittings are produced to the same specifications as the pipe they augment, including 

D.O.T specifications. 



TITLE

09-30-16

Typical One Cut Fabricated Concrete Elbow 

DATE

Isometric View

20160930TED01

  Notes

  1) Joints conform to ASTM C76, C443 and AASHTO M170.

  2) Fittings for RCP can be produced to meet the structural requiremnets of ASTM C76, C655, C1417 and AASHTO M170. 

  3) Fitting joints supplied with gaskets meeting the requirements of ASTM C443, C1619, or C361.

  4) Typical ASTM C76 strength Class III, Class IV, Class V, or Special Design, or C361 Class A,B,C,D-25 available.

  5) Weights: To be determined per job requirements.
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TITLE

09-30-16

DATE

Typical Two Cut Fabricated Concrete Elbow 

Fittings-Reinforced Concrete Pipe

20160930TED02

  Notes

  1) Joints conform to ASTM C76, C443 and AASHTO M170.

  2) Fittings for RCP can be produced to meet the structural requiremnets of ASTM C76, C655, C1417 and AASHTO M170. 

  3) Fitting joints supplied with gaskets meeting the requirements of ASTM C443, C1619, or C361.

  4) Typical ASTM C76 strength Class III, Class IV, Class V, or Special Design, or C361 Class A,B,C,D-25 available.

  5) Weights: To be determined per job requirements.

Plan View

End View

Isometric View

OD

As Required

ID

As Required



SECTION A-A

AA

TITLE

10-03-16

DATE

Typical Fabricated Concentric Concrete Tee 

Fittings-Reinforced Concrete Pipe

20161003TED01

  Notes

  1) Joints conform to ASTM C76, C443 and AASHTO M170.

  2) Fittings for RCP can be produced to meet the structural requiremnets of ASTM C76, C655, C1417 and AASHTO M170. 

  3) Fitting joints supplied with gaskets meeting the requirements of ASTM C443, C1619, or C361.

  4) Typical ASTM C76 strength Class III, Class IV, Class V, or Special Design, or C361 Class A,B,C,D-25 available.

  5) Weights: To be determined per job requirements.
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TITLE

10-04-16

DATE

Typical Fabricated Concentric Concrete Wye 

Fittings-Reinforced Concrete Pipe

20161004TED02

  Notes

  1) Joints conform to ASTM C76, C443 and AASHTO M170.

  2) Fittings for RCP can be produced to meet the structural requiremnets of ASTM C76, C655, C1417 and AASHTO M170. 

  3) Fitting joints supplied with gaskets meeting the requirements of ASTM C443, C1619, or C361.

  4) Typical ASTM C76 strength Class III, Class IV, Class V, or Special Design, or C361 Class A,B,C,D-25 available.

  5) Weights: To be determined per job requirements.
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SECTION A-A

AA

TITLE

10-03-16

DATE

Typical Fabricated Eccentric Concrete Tee 

Fittings-Reinforced Concrete Pipe

20161003TED02

  Notes

  1) Joints conform to ASTM C76, C443 and AASHTO M170.

  2) Fittings for RCP can be produced to meet the structural requiremnets of ASTM C76, C655, C1417 and AASHTO M170. 

  3) Fitting joints supplied with gaskets meeting the requirements of ASTM C443, C1619, or C361.

  4) Typical ASTM C76 strength Class III, Class IV, Class V, or Special Design, or C361 Class A,B,C,D-25 available.

  5) Weights: To be determined per job requirements.
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SECTION A-A

A

A

TITLE

10-04-16

DATE

Typical Fabricated Eccentric Concrete Wye 

Fittings-Reinforced Concrete Pipe

20161004TED01

  Notes

  1) Joints conform to ASTM C76, C443 and AASHTO M170.

  2) Fittings for RCP can be produced to meet the structural requiremnets of ASTM C76, C655, C1417 and AASHTO M170. 

  3) Fitting joints supplied with gaskets meeting the requirements of ASTM C443, C1619, or C361.

  4) Typical ASTM C76 strength Class III, Class IV, Class V, or Special Design, or C361 Class A,B,C,D-25 available.

  5) Weights: To be determined per job requirements.
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SECTION A-A

AA

TITLE

10-05-16

DATE

Typical Fabricated Concentric 

Increaser / Reducer 

Fittings-Reinforced Concrete Pipe

20161005TED01

  Notes

  1) Joints conform to ASTM C76, C443 and AASHTO M170.

  2) Fittings for RCP can be produced to meet the structural requiremnets of ASTM C76, C655, C1417 and AASHTO M170. 

  3) Fitting joints supplied with gaskets meeting the requirements of ASTM C443, C1619, or C361.

  4) Typical ASTM C76 strength Class III, Class IV, Class V, or Special Design, or C361 Class A,B,C,D-25 available.

  5) Weights: To be determined per job requirements.
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SECTION A-A

A
A

TITLE

10-05-16

DATE

Typical Fabricated Concrete Adapter

Round x Elliptical 

Fittings-Reinforced Concrete Pipe

20161005TED02

  Notes

  1) Joints conform to ASTM C76, C443 and AASHTO M170.

  2) Fittings for RCP can be produced to meet the structural requiremnets of ASTM C76, C655, C1417 and AASHTO M170. 

  3) Fitting joints supplied with gaskets meeting the requirements of ASTM C443, C1619, or C361.

  4) Typical ASTM C76 strength Class III, Class IV, Class V, or Special Design, or C361 Class A,B,C,D-25 available.

  5) Weights: To be determined per job requirements.
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SECTION A-A

A A

TITLE

10-13-16

DATE

Circular Manhole Tee 

Fittings

20161013TED01
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SECTION A-A

AA

TITLE

10-17-16

DATE

Bend x Manhole Tee 

Fittings

20161017TED01
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SECTION A-A

AA

TITLE

10-13-16

DATE

Elliptical Manhole Tee 

Fittings

20161013TED02
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SECTION A-A

A A

TITLE

10-13-16

DATE

Box Section Manhole Tee 

Fittings

20161013TED03
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We are committed to making Concrete Pipe & Precast the preferred supplier for our customers by delivering outstanding value, 

continuous innovation, and exceptional customer experience by consistently fulfilling our promise: 

“Not Just Concrete, Concrete Solutions” 
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