
Flared End Sections 

PCFES2018A 



Use 
Precast concrete Flared End Sections are designed to anchor the pipe into the 
surrounding embankment, reduce hydraulic entrance and exit losses, and  
control erosion. 

 
Sizes 

Precast Flared End Sections are normally available to accommodate most sizes and 
shapes of pipe. Please refer to the details that follow for specific sizes and available. 

 
Application 

Precast concrete Flared End Sections can be used for the following: 
● culverts beneath highways, railroads, or other embankments 
● storm drain or sewer outfalls 
● inlets for storm drains or pond outfall structures 
● anywhere a pipe must conform to the slope of the surrounding terrain 

 
Joints 

Flared End Sections are produced with the same joints as the pipe they connect to. 
 
Applicable Specifications 

Precast concrete end treatments can be produced to State or Local Department of 
Transportation requirements. 
 



Pipe
Dia. T A B C D E G
(in.) (in.)
12 4 4" 2'-0" 4'-1" 6'-1" 1'-8" 2 1/2"
15 4 1/2 7 2'-4 1/2" 3'-8 1/2" 6'-1" 2'-4" 2 3/4"
18 5 9" 2'-3" 3'-10" 6'-1" 3'-0" 3 1/4"
21 5 3/8 10" 3'-2" 3'-1" 6'-3" 3'-7" 2 3/4"
24 5 3/4 10 1/2" 3'-7" 2'-7" 6'-2" 4'-0" 3 1/4"
27 6 1/8 11" 4'-2" 2'-1" 6'-3" 4'-7" 3 1/4"
30 6 5/8 12 1/2" 4'-3" 1'-10" 6'-1" 5'-0" 4"
36 7 5/8 1'-4" 5'-2 1/2" 2'-11 1/2" 8'-2" 6'-0" 4"
42 5 1'-9" 5'-3" 2'-11" 8'-2" 6'-6" 4 1/2"
48 5 2'-0" 6'-0" 2'-2" 8'-2" 7'-0" 5"
54 5 1/2 2'-3" 5'-5" 2'-11" 8'-4" 7'-6" 5 1/2"
60 6 2'-6" 5'-0" 3'-3" 8'-3" 8'-0" 6"

Basic Dimensions



Equiv. Nominal
Round Inside Inside Wall
Size Span Rise Thickness A B C L E
(in.) (in.) (in.) (in.)
18 23 14 3 5/8 6" 2'-3" 3'-10" 6'-1" 2'-8"
24 30 19 3 1/4 9" 2'-11" 3'-2" 6'-1" 3'-6"
30 38 24 3 3/4 10" 3'-8" 2'-6" 6'-2" 4'-0"
36 45 29 4 1/2 1'-1" 4'-11" 3'-3" 8'-2" 5'-6"
42 53 34 4 1/2 1'-4" 4'-6" 3'-6" 8'-0" 6'-0"
48 60 38 4 3/4 1'-9" 4'-6" 3'-6" 8'-0" 6'-6"

Basic Dimensions
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