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UNIQUE ADVANTAGES

Superior Design & Flexibility
•	 Compatable units provide more versatility and strength
•	 Eliminates the need for complex header distribution
•	 Precast concrete modules offer superior and reliable infrastructure benefits
•	 Chambers are stackable to achieve various depths

HS-20 Rated
•	 Independently verified
•	 Modular light-weight precast system eliminates the need for special backfill
•	 System features also allow it to accommodate various site conditions

Versatile Design Options
•	 “L” and “T” configurations give designers and engineers various options
•	 More versatility allows stakeholders to save land, and excavation or installation costs

More Efficient Storage Capacity
•	 The design allows for a range of depths, allowing for added versatility and cost savings
•	 StormArc’s more efficient storage capacity can reduce the required surface area

Easy to Install
•	 The modular precast components do not require a crane
•	 Multiple modules can be stacked for delivery, saving time and transportation costs

No Soil Intrusion
•	 End slabs or caps provide a safe and secure installation process

Cost-Effective
•	 The stone bedding required for StormArc is less than 10% of backfill stone needed with other detention 

            systems
•	 StormArc’s precast design versatility gives engineers and developers numerous cost-saving benefits

OVERVIEW
StormArc® Stormwater Detention Solution

StormArc is a next-generation retention and detention stormwater system. The unique design 
allows installation crews to avoid costly crane setting, while giving engineers unmatched versatility. 
From highly-rated precast concrete features to better storage capacity utilizing lighter weight 
modules, StormArc is the future of stormwater detention solutions.



Standard Configuration Deep Stack Configuration Dogleg Configuration Extended Configuration

SPECIFICATIONS

HEIGHT OF CHAMBER HEIGHT OF ARC VOLUME UNDER ARC (8’)

3 FT 4 FT 253

4 FT 5 FT 328

5 FT 6 FT 402

6 FT 7 FT 477

7 FT 8 FT 552

8 FT 9 FT 626

9 FT 10 FT 701

10 FT 11 FT 776

11 FT 12 FT 850

12 FT 13 FT 925

CONFIGURATIONS

StormArc is engineered to adapt to site-specific footprints. From tight urban sites to irregular 
layouts, its modular design allows full customization to meet your project’s unique requirements.

SPECIFICATIONS
•	 Variable system depths
•	 Arc top adds 12” height
•	 The length can be modified as needed

12” Arch 
Height

Stack Height
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